Nautilus® 200 Flood Barrier System - under 1500mm wide

How to deploy the Nautilus® 200 System up to 1500mm:

1. When the barrier is not deployed, the opening
remains unobstructed, allowing full access to the
property. When the threat of flooding becomes
apparent, the deployment process can commence.

2. First remove the compression blocks at the top
of the rails and unscrew the horizontal fixings
from the fixed wall rails. This will ensure that they
do not obstruct the deployment of the panels.

3. Prior to slotting in the first Aluminium Panel,
please ensure the floor surface and its surroundings
are free from any debris. Once this is done, you can
start inserting the panels.

4. Carefully insert each panel, ensuring that you
start with the rubber sealing bottom panel first
(these panels have seals on both top and bottom)

5. Continue the panel deployment process with the
insertion of the intermediary panels (these panels
have top seals on only). Note – this step is not
applicable to barriers under 600mm high.

6. The final panel to be inserted will be the only one
without rubber seals. When all panels are deployed,
reinsert the Compression Blocks at the top of each
Fixed Side Rail ready for tightening.

7. Partially tighten the horizontal screws by hand or
the 6mm Allen key. Follow the same process for the
Compression Blocks by using the 8mm Allen key.

8. Once this is done, by using the appropriate Allen
key you can now fully tighten both the horizontal
screws and the compression blocks in that order.

Nautilus® 200 Flood Barrier Systems up to 1500mm wide
The Nautilus® 200 system has been developed to provide a quick and convenient method of ‘building’
a water tight flood barrier.
The Nautilus® 200 system makes use of two permanently fixed vertical side rails fitted either side of
the doorway. This then allows the Aluminium panels to be dropped into position so that when
deployed, a barrier up to 1200mm high for any required span up to 1500mm wide is ready to protect
your property.

Nautilus® 200 Component Parts:
Vertical Side Rails
The permanently fixed side rails are available in two forms, either “reveal fix” which means fixing in
between the reveals/brickwork of the doorway or “face fix” which means fixing onto the face of the
brickwork.
Panel Extrusion
Each individual panel is 200mm high x 16mm thick and is supplied with rubber seals to prevent water
ingress.
Panel Sealing Screws
The panel sealing screws protrude through the fixed side rails to secure the Aluminium panels against
the rubber seals on the inside of the side rails to prevent any flood water ingress.
Compression Blocks
The compression block is inserted into a recess in the fixed side rails and is used to ensure adequate
downward pressure is applied to each end of the barrier.

This product carries the British Standard Accreditation PAS 1188-1: (2014) and
PAS 1188-4: (2014) Certification Number: 156848A

